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The Comfort-Tilt is our performance double hung
window. It features uniform sash rails and stiles and a
floating jamb liner with spring balances.

This window features a traditional sash over sash
design. The sashes raise and lower to ventilate and
can be tilted inward for exterior surface access.
Depending on the size of the window, one or two
cam-action locks secure both sashes in the closed
position. A pair of finger-release tilt latches activate
the tilting function. Locking-when-tilted balance shoes
help hold the sash in place when tilted.

Spring balances with locking-when-tilted balance
shoes are housed within the floating vinyl jamb liners.
These jamb liners are located within each side jamb.

Configurations include standard 50/50 sash split as
well 40/60 Cottage and 60/40 Oriel proportions.
Double Hung windows can be mulled together for
multi-wide units or with compatible sized Fixed Lites.

The standard jamb depth is 4-9/16”. A jamb depth of
6-9/16" is achieved with 2" extensions.

Several grille systems are available to add lite division
to the glass area. See the Grille Options section later
in this guide for more information.

Exterior mounted screens are available to help keep
out insects when the sash is open.

Other options include exterior colors, exterior trim,
interior finishes, and additional jamb options. More
information is detailed later in this guide.

Hardware Finishes

• Standard Finishes: White, Tan, Brown, Dark Bronze,
Black

• Upgrade Finishes: Brushed Chrome, Brushed Nickel,
Antique Brass, Polished Brass

Upgrade finishes available at additional cost.

Sizes
• Widths: 20”, 24”, 28”, 32”, 36”, 40”
• Heights: 34-3/16”, 38-3/16”, 46-3/16”, 50-3/16”, 54-
3/16”, 62-3/16”, 66-3/16”, 70-3/16”, 74-3/16”

See website for additional details and information.
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